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REQUIREMENTS FOR RESIDENTIAL SEWER CONNECTION 

 

 
1.  Plans -  A site plan with proposed house location needs to be submitted for review prior to 

issuance of a sanitary sewer connection permit. 

 

2.  Sewer Elevations (USGS) -  The site plan should show proposed finish floor elevation, 

proposed invert of building drain where it exits the foundation, manhole inverts and the invert 

of the existing sanitary sewer at the proposed connection point. 

 

3.  Materials -  The site plan should show type, size and class of  pipe to be used for the building 

sewer.  Exterior grease interceptors, manholes,  intermediate cleanouts and grinder pumps 

should be shown on site plan. 

 

4.  Sewer Lateral Profile -  Proposed sanitary sewer lateral should be shown in profile.  The 

profile should include proposed invert elevation at foundation and at connection to existing 

sewer; pipe size, type, class and percent of grade; any crossing utility; existing grade and 

proposed finish grade; any intermediate cleanouts. 

 

5.  Sewer Lateral Routing -  The site plan should show the proposed routing of the building 

lateral.  All proposed connections to existing manholes, bends, intermediate cleanouts, 

manholes, existing utilities, significant trees, fences, signs, etc. should be shown on the plan 

and labeled accordingly. 

 

6.  Sewer Details -  Proposed cut-in-wye, insertion manhole, grease/oil interceptor, intermediate 

cleanout, trench detail, grinder pump installation, and specialty items must be shown in a detail 

and properly labeled. 

 


